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liVe ViDeo MoNitoRiNg FRoM aNyWheRe

Megapixel ReSolUtioN
high-resolutions images ensure that you 

capture the details that you need

loW poWeR
Requires only 2 watts of power using basic 

configuration

WiDe DyNaMiC RaNge
Wide Dynamic Range technology neutralizes imperfect 
lighting, providing clear images with the right amount of 

contrast even when a subject is backlit

high ReSolutioN SuRVeillaNCe
the D-link DCS-3710 is a high-end Megapixel Day & Night WDR Network Camera, equipped with a 1/3” Megapixel WDR progressive Scan CMoS and a 
2.8~12 mm DC auto iris lens. the DCS-3710 captures video in both dark and light environments, or even subjects shot against a backlight by neutralizing and 
generating a realistic image. in addition, the removable iR-cut filter for day/night functionality provides clear details and high quality video at any hour of the 
day. the DCS-3710 incorporates power over ethernet (poe) and an SD card slot. Consequently, it can be easily installed in a variety of locations.

Multiple ViDeo StReaMS
the DCS-3710 supports simultaneous streaming of Mpeg-4 and MJpeg video to provide both high-quality, and bandwidth-efficient compression formats. 
MJpeg delivers excellent file integrity, ideal for situations which required high image detail. Mpeg-4 produces a small file size, making it more useful for 
extended recording or for use in low bandwidth networks. additionally, the DCS-3710 supports multicast Mpeg-4 streaming allowing users to view contact by 
subscribing to a multicast ip address on the network.

Flexible CoNNeCtiVity
the DCS-3710 include input and output ports allowing connectivity to external devices such as iR sensors, switches, and alarm relays. it also comes with a RS-
485 interface, providing connectivity to an optional pan/tilt enclosure, which effectively adds pan/tilt functionality to the DCS-3710. additionally, a 12 V interface 
provides power for an optional leD illuminator.

WiDe DyNaMiC RaNge (WDR) appliCatioNS
the Wide Dynamic Range (WDR) function of a camera provides clear images even under backlit conditions where the intensity of illumination can vary 
significantly. the DCS-3710 is recommended for extreme high-contrast environments. For example, when placed indoors, the DCS-3710 will adjust itself to the 
intense sunlight that may be streaming in through a nearby window. this makes it an ideal solution for security applications.
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What thiS pRoDuCt DoeS
the DCS-3710 Megapixel Day & Night  
WDR Network Camera is a professional ip 
surveillance solution which connect to your 
network to provide high-quality live video 
over the internet. WDR and iCR technology 
ensure that the images captures are clear 
and sharp at all times of the day or night.

3gpp Mobile SuRVeillaNCe
Support for 3gpp Mobile Surveillance 
allows you to view a live video feed from 
your 3gpp compatible internet-ready 
mobile device. this extends your monitoring 
capability, allowing you to check you 
camera’s video feed while on the go without 
a computer.

FeatuReS
 � up to 30 Frames per Second
 � iR-Cut Removable (iCR) Filter for Day/
Night

 � Simultaneous Multi-profile Stream 
Support

 � built-in Samba Client
 � SD Card Slot
 � external Microphone and Speaker port 
for 2-Way Communication

 � Digital i/o Support for Sensors and 
alarms

 � RS-485 for Connection to pan/tilt 
enclosure

 � built-in 802.3af poe
 � advanced Security and Network 
Management

 � 3 Configurable privacy Masks
 � Support for Motion Detection
 � Flip & Mirror images

D-VieWCaM FeatuReS
 � Manage up to 32 cameras at once
 � adjustable image size and quality
 � Custom recording schedules
 � event notifications
 � upload a Customized Floor plan

teChNiCal SpeCiFiCatioNS
geNeRal SpeCiFiCatioN

 � 1/3” Megapixel WDR progressive Scan 
CMoS

 � Removable iR-cut Filter: 
auto/Schedule/Manual

 � 3a Control: agC, aWb, aeS
 � DC iris vari-focal lens: 2.8~12 mm, F1.3
 � Min illumination: 
Color 0.3 lux, b/W: 0.02 lux

 �WDR SN ratio: 100 db

auDio
 � two-way audio
 � external audio in
 � external audio out
 � g.726 Codec

ViDeo algoRithMS SuppoRteD
 � Simultaneous dual stream supports 
(Mpeg and MJpeg)

 � Simultaneous profile support for web 
viewing, 3g mobile viewing, and video 
recording

 � Jpeg compression for still images

ViDeo ReSolutioN
 � Supported resolutions: 
1280 x 960 / 1280 x 720 / 640x480 / 
320x240 / 160x120

 � up to 30 fps to all resolutions

NetWoRk CoNNeCtiVity
 � 802.3af power over ethernet (poe)
 � 10/100 Mbps Fast ethernet auto 
Negotiation

i/o CoNNeCtoR
 � 4-pin auto iris lens connector
 � Di x 2
 � Do x 1
 � RS-485
 � 12 V DC, 200 ma output
 � SD Slot

SeCuRity
 � administrator and user group protected
 � password authentication

ReMote MaNageMeNt
 � Camera confiscation and camera 
system log 

 � take snapshots and save to hard drive 
via a web browser

 � D-ViewCam™

NetWoRkiNg pRotoColS
 � ipv4, DhCp, aRp, DNS, tCp/ip, DDNS 
(D-link), http, httpS, upnp™ port 
Forwarding,

 � Samba, SMtp, pppoe, Ntp (D-link), Ftp, 
Rtp, RtSp, uDp, RtCp, iCMp, 3gpp

SySteM RequiReMeNtS FoR VieWiNg
 � internet explorer v6.0 or later

SySteM RequiReMeNtS to RuN 
D-VieWCaM™

 � operating System: Windows Vista ®, 
Microsoft Windows ® xp

 �Web browser: internet explorer v6.0 
or later

 � protocol: Standard tCp/ip

poWeR iNput
 � 100-240 VaC, 50/60 hz, 12 V DC 1.25 a

DiMeNSioNS (W x D x h)
 � 88 x 53 x 194 mm

opeRatiNg teMpeRatuRe
 � 0˚~40˚ C (32˚-104˚ F)

StoRage teMpeRatuRe
 � -20˚~70˚ C (-4˚-158˚ F)

huMiDity
 � 20%-80% Non-condensing

CeRtiFiCatioN
 � Ce (Class a)
 � C-tick (Class a)
 � FCC (Class a)
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D-VieWCaM FoR CoNVeNieNt MaNageMeNt
the included D-link D-ViewCam™ is  sophisticated software, which 
enables you to manage up to 32 network cameras, set e-mail alert 
notifications, set recording schedules, and trigger motion detection to 
record directly to your hard drive. D-ViewCam™ also allows you to upload 
a floor plan of your business, and create a realistic layout of where your 
cameras are located, further simplifying the management process.


